
Fabric:

Backing:

Density Backing:

Thickness Backing:

RECLYCLED MATERIAL:

TOTAL WEIGHT:

TOTAL THICKNESS:

LIGHT FASTNESS:

DIMENSIONAL STABILITY:

2 hours at 60ºC

2 hours in water at 20ºC

24 hours at 60ºC

48 hours atmos.conditioned.

ACOUSTIC ABSORTION:

ACUSTIC ABSORTION ON IMPACT:

BASE CORK-RUBBER

PROPENSITY TO STATIC ELECTRICITY:

RESIDUAL FOOTPRINT:

WHEELED CHAIR TEST:

RESISTANCE TO ABRASION:

SLIP RESISTANCE:

HEAT RESITANCE:

THERMAL CONDUCTIVITY:

FIRE REACTION CLASSIFICATION:

ANTIBACTERIAL/ANTI-FUNGI FABRICS:

FABRIC WITHOUT EMISSIONS:

LEAD FREE:

MAINTENANCE (cleaning):

CLASS LEVEL OF USE:

CHANGE OF APARENCE: COLOR

Vaterman unit EN 15114:2007

 +A1 2008 point 4.2.2

LOSS OF MASS:

EN 15114:2007  +A1 2008 point 4.2.3

STRUCTURAL INTEGRITY:

wheeled chair test: EN 15114:2007

 +A1 2008 point 4.2.4

ISO 105 B02

ISO 2551/EN 986

EN ISO 717-2:2013

ISO 6356:2000

EN ISO 24343-1 2012

EN ISO 985:2002

EN ISO 12947-2

Martindale Abrasim.

EN 13893/2003

Coeffient of friction

EN 12667:2002

EN 13667 :2002

EN 13501-1:2007+A1:2009
 ASTM E648:2007

REACH (EC 1907 / 2006)

Water / Detergents

EN 1307:2004 +A1: 2016

   5.000 cycles

20.000 cycles

There and back 2.000 cycl.

10.000  a 25.000 cycles

High tenacity Poliester/PVC

Cork-Rubber/Polyurethane

500 kg/m³

3,2 mm - 0,13 inch

79%

2,55 Kg/m² - 8,34 oz/sq.ft

4,10 mm - 0,16 inch

8

Long. -0,2%   Tranv.  0,0%

Long.   0,0%  Tranv.  0,0%

Long.   0,0%  Tranv. 0,0%

Long.   0,0%  Tranv.-0,1%

IMPACT

EN ISO 717-2:2013

f(Hz)         L(f) db.

1000       15,90

1250       19,70

1600       22,10

2000       24,40

3150       20,10

24db.

< 0,6 KV

< 0,3 mm.

continous use

> 100.000 cycles

0,35

0,063 m2 ºK/W

0,0676 W/m2K

Cfl-s1
1,04W/cm²

MICROBAN

Total elimination 

GREENGUARD

compliant
phthalate free

Suitable

Comercial Class level 

of use 33 heavy

scale of greys    5

scale of greys    5

from 11,10 to 23,40 gr/m2

No damage

High tenacity Poliester/PVC

Cork-Rubber/Polyurethane

500 kg/m³

3,2mm - 0,13 inch

75%

2,70 Kg/m² - 8,85  oz/sq.ft

4,30 mm - 0,17 inch

8

Long. -0,2%   Tranv.  0,0%

Long.   0,0%  Tranv.  0,0%

Long.   0,0%  Tranv. 0,0%

Long.   0,0%  Tranv.-0,1%

IMPACT

EN ISO 717-2:2013

f(Hz)         L(f) db.

1000       15,90

1250       19,70

1600       22,10

2000       24,40

3150       20,10

24db.

< 0,6 KV

< 0,3 mm.

continous use

> 100.000 cycles

0,35

0,063 m2 ºK/W

0,0676 W/m2K

Cfl-s1
1,04W/cm²

MICROBAN

Total elimination 

GREENGUARD

compliant
phthalate free

Suitable

Comercial Class level 

of use 33 heavy

scale of greys    5

scale of greys    5

from 11,10 to 23,40 gr/m2

No damage

>5

≤ 0,2%

≤ 0,2%

≤ 0,2%

≤ 0,2%

≤ 2,0 KV

≤ 0,3 mm.

> 0,30

< 0,17 m2 KW

Total elimination

of bacteria/fungi

Without emisions

min. 4

min.3,5

< 30

No damage

High tenacity Poliester/PVC

Cork-Rubber/Polyurethane

500 kg/m³
3,2mm - 0,13 inch                                             

85%                                                     

2,40Kg/m² - 7,86 oz/sq.ft                                   

3,75 mm - 0,15inch  

8                                                          

2,0mm - 0,08 inch                                             

72%                                                     

1,77 Kg/m² - 5,80 oz/sq.ft                                    

2,65 mm - 0,11inch 

8                                                          

< 0,6 KV     

                         

< 0,3 mm.                  

continous use

> 100.000 cycles

0,35

Cfl-s1
1,04W/cm²

ASTM G21

Total elimination 

GREENGUARD

compliant
phthalate free

Suitable

Comercial Class level 

of use 33 heavy

scale of greys    5

scale of greys    5

from 3,16 to 18,75 gr/m2

No damage

 Long. -0,2%   Tranv.  0,0%

Long.   0,0%  Tranv.  0,0%

Long.   0,0%  Tranv. 0,0%

Long.   0,0%  Tranv.-0,1%

macba metropolitan
louvre abu dhabi requirementsreferences models

0,063 m2 ºK/W

0,0676 W/m2K                            

-

-                           

IMPACT

EN ISO 

717-2:2013

f(Hz)       L(f) db.

1000       15,90

1250       19,70

1600       22,10

2000       24,40

3150       20,10

24db.                                           

REVERBERATING 
CAMERA

EN ISO354/ASTM 

C423-09a

f(Hz) αwCoefficient                                                       

630        0,03

1250      0,10

1600      0,24

2000      0,31

2500      0,24

20db. 

Technical Specifications




